PHILMAC ISOLATING BALL VALVE SIZED SAME SIZE
AS SOLENOID VALVE.

RAIN BIRD MAXI JUMBO RECTANGULAR VB SERIES VALVE BOX (VB-MAX 102.4X68.8X45.7CM) OR SIMILAR APPROVED
PRODUCT. SUPPORT VALVE BOX ON MINIMUM OF ONE COURSE OF UNMORTARED BRICKS ON CLEAN COMPACTED
BACKFILL. WHERE ADDITIONAL CHAMBER DEPTH IS REQUIRED USE STACKED VALVE BOXES IN ACCORDANCE WITH
MANUFACTURER'S SPECIFICATION, UPPERMOST BOX TO BE SUPPORTED ON MINIMUM OF ONE COURSE OF
UNMORTARED BRICKS ON CLEAN COMPACTED BACKFILL. BOX TO BE SET TO SUIT FINISHED LEVEL AND GRADE.
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SINGLE STATION DECODER WITH SURGE SUPPRESSION AND GROUND WIRE. MAKE CABLE

CONNECTIONS USING 3M DIRECT BURY SPLICE KITS DBR/Y-6.

VALVE BOX.

300MM NOM LENGTH OF SCJ CL12
PVC PIPE COMPLETE WITH VALVE
SOCKETS. PIPE SIZED SAME SIZE AS
SOLENOID VALVE.
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TABLE BELOW.

HANSEN NYLON THREADED ELBOW.

BRASS THREADED HEX NIPPLE . ——'-I =

BRONZE TAPPING BAND ON MAINLINE PIPEWORK. TAKE —=—

BRASS HEX NIPPLE

OFF SIZED SAME SIZE AS SOLENOID VALVE. FOR MAINLINE

&

PIPEWORK SEE GENERAL LAYOUT DRAWING(S).

f

GREY MD PVC CONTROL CONDUIT WITH CABLE AS NOMINATED IN THE GENERAL LAYOUT
DRAWINGS. EXTEND CONDUIT INTO VALVE BOX USING MATCHING FLEXIBLE CONDUIT
WITH GLUED COUPLINGS IN ACCORDANCE WITH MANUFACTURER'S SPECIFICATION.
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r 700MIN
/ PVC VALVE SOCKET
HANSEN F BSP SOCKET AND HEX NIPPLE NETAFIM PLANET PRESSURE REGULATOR
SPACER/ADAPTER ASSEMBLY. VALVE AS NOMINATED IN TABLE BELOW.

TABLE OF NETAFIM FILTERS AND PRESSURE REGULATOR VALVES

VA(LI'_\/SEEZI;_?W FILTER PRESSURE REGULATOR VALVE
0.3-1.0 25MM SHORT 120 MESH RED MANUAL TECH FILTER 20MM PLANET MXF PRV (30M)
1.0-2.0 25MM SUPER 120 MESH RED MANUAL TECH FILTER 40MM PLANET M PRV (30M)
2.0-3.3 40MM SUPER 120 MESH RED MANUAL TECH FILTER 50MM PLANET F PRV 4 PORT (30M)
3.3-4.5 50MM LEADER 120 MESH RED MANUAL TECH FILTER 50MM PLANET F PRV 4 PORT (30M)
4.5-6.9 50MM LEADER 120 MESH RED MANUAL TECH FILTER 50MM PLANET F PRV 6 PORT (30M)

° FILTER SELECTION ASSUMES MUNICIPAL SUPPLY OR CLEAN IRON FREE BORE WATER. IRRIGATION CONTRACTOR TO CONFIRM THIS
CONDITION AND REPORT TO THE SUPERINTENDENT BEFORE ORDERING PRODUCT OR COMMENCING THE WORKS.
T SEE VALVE TABLE IN GENERAL LAYOUT DRAWING(S).

TYPICAL GLOBE PATTERN SOLENOID VALVE SUPPLYING DRIPPERLINES

1M OF SPARE CABLE LOOPED INSIDE

BERMAD 200 SERIES GLOBE PATTERN SOLENOID VALVE WITH FLOW STEM. VALVE SIZE AS
NOMINATED IN THE GENERAL LAYOUT DRAWING(S).

ARI DN25 AUTOMATIC AIR VALVE (S-050) MOUNTED ON HANSEN F BSP TEE WITH HANSEN
BSP REDUCING BUSH.

NETAFIM MANUAL TECH FILTER AS NOMINATED IN

DRIP LATERAL LINE. SEE GENERAL LAYOUT
DRAWING(S).

INTERVAL BETWEEN SOLENOID VALVE ASSEMBLY AND
FIRST DOWNSTREAM FITTING ON LATERAL PIPEWORK TO
PROVIDE FOR FUTURE REPAIR COUPLING.
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